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System Qualification Form - SQF
ROBOTICS APPLICATIONS

	CONTACT DETAILS

	Company
	

	Name and Position
	

	E-mail and Telephone
	

	Project Timing
	


	APPLICATION AND SAFETY REQUIREMENTS 

	Robot task (job)?
	

	Effector tool type?


	

	Robot brand?


	

	Robot model ? 
if robot under development, specify (type: arm, scara, other … ; number of axes ; dimensions ; working range and electrical power
	

	Movement speed of TCP and robot?
	

	Certification and applicable standard?


	


	TARGETS AND ENVIRONMENT


	What type of target is to be detected? Nature (human, object, both), dimensions, materials, speed of movement?


	

	Should humans be differentiated from objects? 


	

	Detection distance required?


	

	Environment and location of robot? metal cage, table, cart, AGV, other?


	

	Number of cycles per day?


	


	INTEGRATION

	Which areas of the robot are to be equipped?


	

	System reaction time?


	

	Controller supply voltage and robot internal voltage?


	

	Can the robot be modified to integrate the Smart Skin system? Internal robot cable routing, smart skin attachment to robot.


	

	What type of interface with the smart Skin? I/O (24V or relay), communication port (RS232/485, Ethernet)?


	


	SCHEMATICS (if any)
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