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Level Monitoring
System Qualification Form - SQF
CRYOGENIC APPLICATIONS

	The FOGALE Sensors Cryogenic Level Monitoring System (Probe, cable and signal conditioner unit) is a capacitor-based system customized for liquid level measurement in extremely low temperature environments, such as liquid hydrogen, nitrogen, oxygen, methane …  for ground or flight uses.
The probe can be integrated in an existing tank with different ways to install, as an option, it can be made extractible. The signal conditioner unit is separated from the probe and can have different output signals.


	GENERAL DETAILS

	Company
	

	Name and Position
	

	E-mail and Telephone
	

	Project Timing
	

	Quantities needed
	


	TECHNICAL PARAMETERS / ENVIRONMENT

	Liquid Type
	

	Pressure Range
	

	Liquid temperature
	

	Ambient temperature
	

	Working voltage
	

	Detection length
	

	Accuracy
	

	Output Signal
	

	Filling Speed vs liquid phases
	


	CONSTRAINTS and APPLICABLE STANDARDS (if any)


	Maximum weight ?
	

	Maximum electrical consumption ?
	

	Maximum length between probe and signal conditioner unit ?
	

	Vibration / shocks ?
	

	Ground and/or flight use ?
	

	ATEX ?
	

	Extractible probe ?
	

	

	INTEGRATION

	Need of an additional level sensors (ie to detect 90% filling level)
	

	Need of an extractible probe
	


	SCHEMATICS 

	Please make a sketch of the tank into which the probe will be inserted, with dimensions as precise as possible, including the possible location of the probe(s), existing or future tappings, any other equipment already positioned, the levels to be measured ….
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